**Atlas 600 Series**

\[ S = \text{Solid waste} \quad WS = \text{Waste Sluice} \]
\[ L = \text{Liquid waste (sludge oil)} \quad P = \text{PLC control unit} \]

(The dimensions above are for incinerator with standard size waste sluice.)

### Incinerator type

<table>
<thead>
<tr>
<th>Incinerator type</th>
<th>600 S</th>
<th>WS 600</th>
<th>SL P</th>
<th>600 SL</th>
<th>WS P</th>
</tr>
</thead>
<tbody>
<tr>
<td>Combustion Capacity (kW)</td>
<td>581</td>
<td>581</td>
<td>581</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Combustion Capacity (kcal/h)</td>
<td>500,000</td>
<td>500,000</td>
<td>500,000</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Combustion Capacity - Solid waste IMO spec. (kg/h)</td>
<td>100</td>
<td>-</td>
<td>100</td>
<td></td>
<td></td>
</tr>
<tr>
<td>IMO spec. (l/charge)</td>
<td>-</td>
<td>250</td>
<td>-</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Combustion Capacity - Sludge oil IMO spec. (l/h) (at 20% water content)</td>
<td>-</td>
<td>66</td>
<td>66</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Max. l/h (at approx. 50% water content)</td>
<td>-</td>
<td>100</td>
<td>100</td>
<td></td>
<td></td>
</tr>
<tr>
<td>Weight approx. (kg)</td>
<td>4,850</td>
<td>4,600</td>
<td>4,850</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

For more information about Atlas products in TX, LA, AL and FL, Contact: **Green Marine & Industrial Equipment Co., Inc.**

**Louisiana office:**
1111 Central Ave, Metairie, LA 70001
504-833-7386

**Texas office:**
340 Garden Oaks, Houston, TX 77018
713-242-9114